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disclose a hazardous condition, sound 
and vibration roof tests, or other 
equivalent tests, shall be made where 
supports are to be installed. When 
sound and vibration tests are made, 
they shall be conducted— 

(1) After the ATRS system is set 
against the roof and before other sup-
port is installed; or 

(2) Prior to manually installing a 
roof support. This test shall begin 
under supported roof and progress no 
further than the location where the 
next support is to be installed. 

(c) When a hazardous roof, face, or 
rib condition is detected, the condition 
shall be corrected before there is any 
other work or travel in the affected 
area. If the affected area is left unat-
tended, each entrance to the area shall 
be posted with a readily visible warn-
ing, or a physical barrier shall be in-
stalled to impede travel into the area. 

(d) A bar for taking down loose mate-
rial shall be available in the working 
place or on all face equipment except 
haulage equipment. Bars provided for 
taking down loose material shall be of 
a length and design that will allow the 
removal of loose material from a posi-
tion that will not expose the person 
performing this work to injury from 
falling material. 

§ 75.212 Rehabilitation of areas with 
unsupported roof. 

(a) Before rehabilitating each area 
where a roof fall has occurred or the 
roof has been removed by mining ma-
chines or by blasting— 

(1) The mine operator shall establish 
the clean up and support procedures 
that will be followed; 

(2) All persons assigned to perform 
rehabilitation work shall be instructed 
in the clean-up and support procedures; 
and 

(3) Ineffective, damaged or missing 
roof support at the edge of the area to 
be rehabilitated shall be replaced or 
other equivalent support installed. 

(b) All persons who perform rehabili-
tation work shall be experienced in 
this work or they shall be supervised 
by a person experienced in rehabilita-
tion work who is designated by the 
mine operator. 

(c) Where work is not being per-
formed to rehabilitate an area in ac-

tive workings where a roof fall has oc-
curred or the roof has been removed by 
mining machines or by blasting, each 
entrance to the area shall be supported 
by at least one row of posts on not 
more than 5-foot centers, or equally ef-
fective support. 

§ 75.213 Roof support removal. 
(a)(1) All persons who perform the 

work of removing permanent roof sup-
ports shall be supervised by a manage-
ment person experienced in removing 
roof supports. 

(2) Only persons with at least one 
year of underground mining experience 
shall perform permanent roof support 
removal work. 

(b) Prior to the removal of perma-
nent roof supports, the person super-
vising roof support removal in accord-
ance with paragraph (a)(1) of this sec-
tion shall examine the roof conditions 
in the area where the supports are to 
be removed and designate each support 
to be removed. 

(c)(1) Except as provided in paragraph 
(g) of this section, prior to the removal 
of permanent supports, a row of tem-
porary supports on no more than 5-foot 
centers or equivalent support shall be 
installed across the opening within 4 
feet of the supports being removed. Ad-
ditional supports shall be installed 
where necessary to assure safe re-
moval. 

(2) Prior to the removal of roof bolts, 
temporary support shall be installed as 
close as practicable to each roof bolt 
being removed. 

(d) Temporary supports installed in 
accordance with this section shall not 
be removed unless— 

(1) Removal is done by persons who 
are in a remote location under sup-
ported roof; and 

(2) At least two rows of temporary 
supports, set across the opening on no 
more than 5-foot centers, are main-
tained between the miners and the un-
supported area. 

(e) Each entrance to an area where 
supports have been removed shall be 
posted with a readily visible warning 
or a physical barrier shall be installed 
to impede travel into the area. 

(f) Except as provided in paragraph 
(g) of this section, permanent support 
shall not be removed where— 
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